
Air Jordan 1 Crease and Scuff Removal
This guide will teach readers how to remove creases and scuffs from the Air Jordan 1.
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INTRODUCTION

The Air Jordan 1 is a leather sneaker that scratches and scuffs easily with wear. By completing
these steps, you can learn how to repair your worn sneakers and improve their condition.

TOOLS:
Paintbrush (1)
Flat iron (1)
Paper Towels (1)
Towel (1)
Angelus Leather Paint (1)
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http://amzn.com/B002YC06T2
file:///Item/B%25C3%25BCgeleisen
http://www.amazon.com/Sparkle-Paper-Towels-Giant-Pick-A-Size/dp/B00BGN8PLG/ref=sr_1_1?ie=UTF8&qid=1390949049&sr=8-1&keywords=paper+towel
https://amzn.com/B002S52ZJ4
https://www.amazon.com/Angelus-Leather-Paint-Set-12/dp/B01MFGALN9/ref=sr_1_3?keywords=Angelus+Leather+Paint&qid=1564768537&s=gateway&sr=8-3


Step 1 — Air Jordan 1 Crease and Scuff Removal

Unlace sneakers.

Step 2

Stuff toe-box with paper towels until
leather is stuffed to capacity.
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Step 3

Dampen a small towel.

Place damp towel across toe-box.

Step 4

Using a flat iron, iron over the damp
towel to remove toe-box creases.
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Step 5

Keep the towl on after ironing them
to reduce odd cracks.



For best results, keep toe-box
stuffed with paper towels until you're
ready to wear.



Step 6

Select Angelus Leather Paint that
matches the original color of your
shoes.



Using a small paint brush, paint over
scuffs and scratches with their
original color in thin, even coats.



Allow 20 minutes in between coats
for paint to fully dry.
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Once you've completed these steps, your shoes will be ready for wear.

Step 7

Re-lace sneakers.
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