
Hover-1 Titan Charge Port Replacement
How to replace an old or malfunctioning charge port in a Hover-1 Titan.
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INTRODUCTION

If the charge port on your Hover-1 Titan is no longer charging your hoverboard, this guide will explain
how to replace it.

TOOLS:
Phillips #1 Screwdriver (1)
Adjustable Wrench (1)

Hover-1 Titan Charge Port Replacement Draft: 2018-12-05Guide ID: 114587 -

This document was generated on 2020-11-28 06:58:26 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 2 of 6

file:///Item/Phillips_1_Screwdriver
http://www.amazon.com/Crescent-AC26VS-Carded-Sensormatic-Adjustable/dp/B00002N5KZ/ref=sr_1_13?ie=UTF8&qid=1390937225&sr=8-13&keywords=crescent+wrench


Step 1 — Bottom Left Panel

 

Flip the hoverboard so the bottom is facing up.

The left side is the side that has the charge port. There is also an "L" on the metal plate
underneath the wires.
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Step 2

 

Using a Phillips #1 screwdriver, remove the two 14 mm screws located closest to the center of the
hoverboard.



Using a Phillips #1 screwdriver, remove the four 12 mm screws located in the middle of the panel.

Using a Phillips #1 screwdriver, remove two 15 mm screws located closest to the wheel.

Step 3

  

Grip the bottom left panel and lift up to remove.
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Step 4 — Charge Port

  

Unplug the red and black charge port wire from the motherboard by squeezing the connector
located at the top right of the motherboard and pulling the connector away from the board.



Step 5

  

Use an adjustable wrench to loosen the 14 mm nut and lift it off the charge port.
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To reassemble your device, follow these instructions in reverse order.

Step 6

 

Remove the old charge port by pulling the wires all the way through the panel.

Replace the old charge port with the new charge port.
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