
Nixon Watch Battery Replacement
Steps for replacing the battery for a Nixon Quatro wristwatch as well as time adjustment.
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INTRODUCTION

If your Nixon Watch needs a battery replacement, this guide will help if there is any question on how
to replace the battery. This guide is specifically only for Nixon Watch. To replace the battery there's
no special technical knowledge needed. The only thing that is needed is good lighting and a nice,
flat area to keep the tiny screws in place.

TOOLS:
Phillips #00 Screwdriver (1)
1.5 mm Flathead Screwdriver (1)

PARTS:
Isopropyl Alcohol Wipes (1)
SR66 Watch Battery (1)
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file:///Store/Tools/Phillips-00-Screwdriver/IF145-006
file:///Store/Tools/Mako-Driver-Kit--64-Precision-Bits/IF145-299
http://www.magidglove.com/Medique-MediFirst-MP22150-Isopropyl-Alcohol-Prep-Pads-MP22150.aspx?gdftrk=gdfV26260_a_7c2811_a_7c10180_a_7cMP22150&gclid=CI-8ueuVp8ECFTMQ7AodGWMABg
http://www.amazon.com/Duracell-D377B2PK08-Watch-Calculator-Battery/dp/B0040E30Z4/ref=sr_1_12?ie=UTF8&qid=1436821235&sr=8-12&keywords=sr66+watch+battery


Step 1 — Battery

On a flat surface, use the PH00
screwdriver to remove the four
screws from each corner, and set
them in a safe place.



Step 2

 

Gently lift the back plate, and be careful to not damage the rubber gasket.
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Step 3

Use the 1.5 flathead, and carefully
pry the battery out of the housing.



The battery is under spring tension
and may fly out.



Step 4

 

Place the new battery in the battery housing. Ensure the positive side is facing up.

Ensure the battery is firmly seated. A faint click can be heard when it is firmly seated.

Nixon Watch Battery Replacement Draft: 2018-02-09Guide ID: 44278 -

This document was generated on 2020-11-20 10:39:33 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 4 of 7



Step 5

 

Remove the rubber gasket from the back plate.

Use an alcohol wipe to clean the back plate and the watch housing where the gasket will sit. This
will ensure a clean and an airtight fit.



Step 6

Seat the gasket back onto the back
plate.
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Step 7

Place the back plate back onto the
main watch housing. Ensure the
notch in the back plate is line up
with the crown.



Step 8

Tighten screws in a star pattern until
the backplate is tight.
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You have successfully completed the battery

replacement on your wristwatch.

If the second hand doesn’t begin its rotation there is

one of two common problems. The first is that the

crown has not been properly engaged after the time

adjustment on steps 11 and 12. The second problem would be caused by a bad battery in which case
you would need to repeat the steps over with another new battery.

If the problem persists contact the manufacturer for

further troubleshooting steps.

Step 9

 

Pull the crown away from the watch and then turn the knob to set the time.

Pull the crown away from the watch and then turn the knob to set the time.
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